Government of

Northwest Territories

Gouvernement des

Territoires du Nord-Quest

July 24th , 2018

GNWT - Highways Division
Department of Infrastructure
P.O. Box 1320
YELLOWKNIFE, NT X1A-2L9

Attention:
Re:

Mr. Terry Brookes

Land Use Permit MV2017X0008
Quarrying Operations
Highway #4 - KM 55.3 Quarry & KM 57.2 Campsite

Dear Mr. Brookes,
An inspection of the Highway #4, KM 55.3 quarry & KM 57.2 campsite was conducted by Inspector Brandon
Bradbury on July 9 th , 2018. The inspection was carried out to ·ensure that operating conditions annexed to the
above noted land use permit are being adhered to during this land use operation. All findings of the
inspection were discussed onsite with Mr. Wayne Thompson of Rowe's Construction Ltd. (Contractor).
Concerns noted during the inspection were overburden piles at the camp that must be leveled and contoured
prior to demobilization (Condition #76), the requirement to place drip trays under parked equipment
(Condition #70), and a hydrocarbon spill that must be excavated, containerized, and removed for proper
offsite disposal (Condition #71).
As a reminder, proper notification must be provided to Inspectors well in advance of the demobilization of
crews & equipment from the land use area so a final inspection can be scheduled (Condition #10).
No other concerns were noted during the inspection and your copy of the Environmental Inspection Report is
enclosed and should be self-explanatory.
If you have any questions or concerns, please contact Mr. Clint Ambrose at (867) 767-9188 or the
undersigned at (867) 767-9187 ext. 24193.

~ g/
Brandon Bradbury
Resource Management Officer II (Inspector)
North Slave Regional Office
GNWT - Department of Lands

cc:

MVLWB
GNWT-DOI -via email
Rowe's Construction Ltd.
Breakaway Drilling and Blasting - via email
Government of Northwest Territories, #140 Bristol Avenue, Yellowknife, N.W.T. Canada XlA 3T2

Government of

Northwest Territories

Gouvernement des

Territoires du Nord-Ouest

ENVIRONMENTAL INSPECTION REPORT
Permittee:

GNWT-DOI

Inspection Date - July 9th, 2018
Perm1t
. Exp1ry
. Date

Last Previous Inspection

Land Use Permit No.

MV2017X0008

April 19 th , 2022

May 23 rd , 2018

Quarrying Permit No.

2018QP0023

June 25 th , 2021

Initial

Contractor:

Rowe's Construction Ltd.

Subcontractor:

Break-away Drilling & Blasting
Ltd.

Location(s) Inspected:

Highway #4, KM 55.3 quarry & KM 57.2 campsite.

Current Stage of
Operation:

Crushing operations are completed and personnel are hauling material for Highway #4
construction.

Program Modifications:
Condition of Operation A- Acceptable U - Unacceptable N/ A - Not Applicable
Operating Condition

Aspect Inspected
KM 55.3
Quarry

KM 57.2
Campsite

A

Location and Area

A

A

B

Time

A
A

A
A

C

Type and Size of Equipment

A

A

D

Methods and Techniques

A

A

E

Type, Location, Capacity and Operation of All
Facilities

A

A

F

Control or Prevention of Ponding of Water,
Flooding, Erosion, Slides and Subsidence of Land

A

A

G

Use, Storage, Handling and Ultimate Disposal of
Any Chemical or Toxic Material

A

A

H

Wildlife and Fisheries Habitat

A

A

I

Storage, Handling and Disposal of Refuse or
Sewage

A
A

A
A

J

Protection of Historical, Archeological and Burial
Sites

A

A

K

Objects and Places of Recreational, Scenic or
Ecological Value

N/A

N/A

L

Security Deposit

A

A

A*
A*

A
A

M Fuel Storage

N

Methods and Techniques for Debris and Brush
Disposal

A

A

0

Restoration of the Lands

A*

A*

p

Display of Permits and Permit Numbers

A

A

Q

Matters Not Inconsistent With the Regulations

A

A

R

Sections 8 to 16 M.V.L.U.R.

A

A

Condition

#70 Drip Trays
#71 Clean Up Spills

#76 Disposal of
Overburden

Government

of

Northwest Territories

Gouvernement des

Territoires du Nord-Ouest

ENVIRONMENTAL INSPECTION REPORT Pg. 2
Date: July 9th, 2018

Permit#: MV2017X0008

Explanatory Remarks
An inspection of the Highway #4, KM 55.3 quarry & KM 57.2 campsite was conducted by Inspector Brandon Bradbury on July 9th ,
2018. The inspection was carried out to ensure that operating conditions annexed to the above noted land use permit are being
adhered to during this land use operation. All findings of the inspection were discussed onsite with Mr. Wayne Thompson of
Rowe's Construction Ltd. (Contractor).
KM 57.2 Camp

A sump at the east side of the trailer camp was dug in a well-drained area for grey water and sewage produced on site (Photo #1)
and no concerns were noted with the sump capacity. Previously noted concerns with a large burn bin and the single chambered
incinerator has been satisfactorily addressed and the Inspectors are pleased to report that the large burn bin was removed from
the land use area immediately, and the incinerator is only being used to burn paper, cardboard, and untreated lumber (Photo #2).
Domestic waste produced on site is being containerized in a large garbage container (Condition #SO) and a garbage truck is
removing this waste on a regular basis to an authorized waste disposal facility to ensure accumulation does not occur.
Fuel at the trailer camp includes propane and a double walled envirotank (Photos #3 & #4 ). Fuel transfers at the tank are being
conducted with pick-up trucks equipped with tidy tanks and no concerns were noted since the envirotank is placed in a lined
berm, the fuel nozzle was placed in secondary containment, and a spill kit was made readily available. A previously noted
concern with hydrocarbon saturated absorbent matting under the generators (Photo #5) has been satisfactorily addressed and it
appears that absorbent matting is being changed as required.
Equipment currently staged at the camp is a loader and a light plant (Photos #6 & #7) and no concerns were noted since both
pieces of equipment had drip trays present underneath and no hydrocarbon spills were observed. The only concern noted was
with piles of overburden on the west side of the camp that requires proper disposal. The Permittee must ensure that overburden
piles are feathered and contoured to a minimum of (2)H:(l)V into a depleted slope prior to the conclusion of this land use
operation (Condition ~76).
As a reminder, prior to the demobilization of the camp the Permittee must ensure the sump is properly backfilled, berms around
the envirotank are leveled and contoured, a thorough clean-up of garbage and debris is conducted, and any hydrocarbon
impacted soils observed must be satisfactorily cleaned up, containerized, and removed for proper offsite disposal at an
authorized facility.
KM 55.3 Quarry

The only active equipment in the quarry at the time of the inspection was a loader that was actively loading tandem axle dump
trucks for the Highway #4 road construction. Crushers, stackers, and the tower van have all been staged on the south west side of
the quarry (Photos #10 & #11) and all remaining equipment can be seen in Photos #12 & #13. The only concerns noted with
staged equipment in the quarry was with the requirement to place drip trays under parked equipment (Water truck & bobcat),
and a small hydrocarbon spill near the crushers.
The Permittee must ensure that all pieces of equipment have drip trays present underneath to prevent hydrocarbon impacts to
the underlying soils (Condition #70), and all hydrocarbon spills observed in the quarry must be excavated, containerized, and
removed for proper offsite disposal at an authorized facility (Condition #71).
A septic tank has also been installed at the quarry and no concerns were noted since the sewage is being pumped out and
disposed of at an authorized disposal facility on a regular basis (Photo #14).
Produced material at the quarry include 16mm chips, 20mm blend, 50mm blend and rejects were stockpiled near the sand
source (Photos #15 through #18). Prior to the conclusion of quarrying operations, the Permittee must properly dispose of the
stockpiled rejects into the east side of the quarry by leveling the stockpile, feathering, and contouring the rejects into the existing
slopes to a minimum of (2) H:(1 )V to prevent slumping.
Oversized rock is still being stockpiled on the west side of the quarry adjacent to the western working face and this rock must be
re-located to the west side of the quarry where the Permittee has disposed of rock during the previous land use operation. It is
imperative that this occurs to ensure proper pit development & restoration occurs while maintaining access to the working faces
and providing an area to stockpile material.
Once the oversized rock is properly disposed of, the Permittee must ensure that the pit floor is graded to ensure positive drainage
away from the working faces of the quarry to prevent the pooling of water and as .a reminder, proper notification must be
provided to Inspectors well in advance of the demobilization of crews & equipment from the land use area so a final inspection
can be scheduled (Condition #10).
Overall, the Inspectors are pleased in the manner in which this land use operation is being conducted and your cooperation to
adhere to operating conditions of the land use permit is anticipated and appreciated for the remainder of operations.

Completed off Site
Representative's Signature

Brandon Bradbury
Inspector

Inspector's Signature

Photo #1 - MV2017X000B - GNWT - Department oflnfrastructure - Km 55 Quarry
Sump at the trailer camp has adequate capacity.

Photo #2 - MV2017X000B - GNWT - Department of Infrastructure - Km 55 Quarry
A garbage container is being used to store domestic waste on site and the incinerator was not operational. ·

Photo #3 - MV2017X000B • GNWT - Department of Infrastructure· Km 55 Quarry
Propane tank for the camp.

Photo #4 • MV2017X000B - GNWT - Department of Infrastructure - Km 55 Quarry
Double walled envirotank is placed on a lined berm. The fuel nozzel was placed in secondary containment and a spill kit was present.

Photo #5 - MV2017X0008 - GNWT - Department of Infrastructure - Km 55 Quarry
Previously noted concerns with hydrocarbon saturated absorbent pads has been satisfactorily addressed and no concerns were noted.

Photo #6 • MV2017X0008 - GNWT- Department of Infrastructure - Km 55 Quarry
This loader was parked with secondary containment present underneath.

Photo #7 • MV2017X000B • GNWT • Department oflnfrastructure - Km 55 Quarry
Secondary containment was present under the light tower.

Photo #8 - MV2017X000B - GNWT- Department of Infrastructure - Km 55 Quarry
The Permittee must ensire that this overburden pile is feathered and contoured into the existing slope.

Photo 9 • MV2017X000B • GNWT • Department of Infrastructure • Km 55 Quarry
Crews were actively removing blast rock from the quarry faces.

Photo #10 • MV2017X000B • GNWT • Department oflnfrastructure. Km 55 Quarry
Crushers have been demobilized and are staged by the 16mm chips pile.

Photo #11 - MV2017X000B - GNWT - Department of Infrastructure - Km 55 Quarry
Tower Van and stackers are staged in the quarry.

Photo #12 - MV2017X000B - GNWT - Department of Infrastructure - Km 55 Quarry
Rock truck is staged with secondary containment underneath.

Photo #13 - MV2017X0008 - GNWT - Department of Infrastructure - Km 55 Quarry
Secondary containment was not present under the water truck and the bobcat in the background.

Photo #14 - MV2017X0008 - GNWT - Department oflnfrastructure - Km 55 Quarry
A portable septic tank is being utilized in the quarry and no concerns were noted.

Photo #15 - MV2017X000B - GNWT - Department oflnfrastructure - Km 55 Quarry
16mm chips stockpile on the west side of the quarry.

Photo #16 - MV2017X000B - GNWT - Department of Infrastructure - Km 55 Quarry
Approximately 9,500m3 of20mm.

Photo #17 - MV2017X0008 - GNWT- Department of Infrastructure - Km 55 Quarry
Approximately 11,000m3 of 50mm blend.

Photo #18 - MV2017X0008 - GNWT - Department of Infrastructure - Km 55 Quarry
The Permittee must ensure that all sides of the sand embankments are contoured prior to the conclusion of this land use operation.

Photo #19 - MV2017X000B - GNWT - Department oflnfrastructure - Km 55 Quarry
Oversize rock has being temporarily stored along the working face and must be properly disposed of on the_west side of the chips pile.

Photo #20 - MV2017X000B - GNWT - Department of Infrastructure - Km 55 Quarry
Trees and brush will be burned when weather and buring conditions allow prior to demobilization.

