Government of

Northwest Territories

Gouvernement d es

Territoires du Nord-Ouest

May 29 th , 2018

GNWT - Highways Division
Department of Infrastructure
P.O. Box 1320
YELLOWKNIFE, NT XlA 2L9

Attention:
Re:

Mr. Terry Brookes

Land Use Permit MV2017X0008
Quarrying Operations
Highway #3 - Km 272 Quarry and Km 285 Campsite

Dear Mr. Brookes,
An inspection of the Highway #3, Km 285 Campsite and Km 272 quarry was conducted by Inspectors Clint
Ambrose and Brandon Bradbury on May 25 th, 2018. The inspection was carried out to ensure that operating
conditions annexed to the above noted land use permit are being adhered to during this land use operation.
All findings of the inspection were discussed onsite with Mr. Alex Packman of CJ Contracting Ltd.
(Contractor).
Land use operations commenced in the Km 272 quarry on March 7 th , 2018 and the mobile camp was
positioned in the Km 285 quarry on May 11 th , 2018. Concerns noted during the inspection that require the
Contractor's immediate attention are as follows; clean out the secondary containment for the camp generator,
dig a sump for the domestic waste water at the camp, improve waste handling at the quarry, and clean-up
small spills for proper offsite disposal. Your copy of the Environmental Inspection Report is enclosed and
should be self-explanatory.
If you have any questions or concerns, please contact the undersigned at (867) 767-9188 or Mr. Brandon
Bradbury at (867) 767-9187 ext. 24193.
Sincerely,

Clint Ambrose
Manager, Resource Management (Inspector)
North Slave Regional Office
GNWT - Department of Lands
cc:

MVLWB
GNWT-DOI -via email
CJ Contracting Ltd. - via email
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April 19th, 2022

Contractor:

CJ Contracting

Subcontractor:

Location(s) Inspected:

Camp located in the Highway #3, Km 285 pit and the Km 272 quarry.

Current Stage of
Operation:

The camp was setup on May 11 th , 2018 to support quarrying and crushing activities in the
Highway #3, km 272 quarry.

Land Use Permit No.

May 23 rd , 2018

Quarrying Permit No.

I

Program
Modifications:

Condition of Operation A-Acceptable U - Unacceptable N/A - Not Applicable
Operating Condition

Aspect Inspected
Km272
Quarry

KM 285
Campsite

A

Location and Area

A

A

B

Time

A

A

C

Type and Size of Equipment

A

A

D

Methods and Techniques

A

A

E

Type, Location, Capacity and Operation of All
Facilities

A

A

F

Control or Prevention of Ponding of Water,
Flooding, Erosion, Slides and Subsidence of Land

A

A

G

Use, Storage, Handling and Ultimate Disposal of
Any Chemical or Toxic Material

A

A

H Wildlife and Fisheries Habitat

A

A

I

u
u

A

A

u

A

A

K Objects and Places of Recreational, Scenic or
Ecological Value

A

A

L

A

A

M Fuel Storage

A*

A

N

Methods and Techniques for Debris and Brush
Disposal

A

A

0

Restoration of the Lands

A

A

p

Display of Permits and Permit Numbers

A

A

Q

Matters Not Inconsistent With the Regulations

A

A

R

Sections 8 to 16 M.V.L.U.R.

A

A

J

Storage, Handling and Disposal of Refuse or
Sewage

Protection of Historical, Archeological and Burial
Sites

Security Deposit

u

Condition

#49 Waste Management
#50 Garbage Container
#52 Sewage Disposal

#71 Clean up Spills
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Explanatory Remarks
An inspection of the campsite in the Highway #3, Km 285 pit and Highway #3, Km 272 quarry was conducted by Inspectors
Clint Ambrose and Brandon Bradbury on May 25 th, 2018. The inspection was carried out to ensure that operating
conditions annexed to the above noted land use permit are being adhered to during this land use operation. All findings of
the inspection were discussed onsite with Mr. Alex Packman of CJ Contracting Ltd. (Contractor).
Km 285 Campsite

Mr. Alex Packman notified Inspectors on May 11 th, 2018 that the mobile camp was going to be positioned in the Highway
#3, Km 285 pit to support quarrying and crushing operations at both the Km 272 and Km 310 quarries. The camp can be
viewed in Photo #1 and at the time of the inspection approximately 12 people were occupying the camp.
No major concerns were noted since parked vehicles had secondary containment present (Photo #2), all domestic garbage
is being removed from the land use area on a regular basis for disposal in Yellowknife, and a spill kit was readily available
for use at the camp generator (Photo #3).
The only concerns noted at the camp that must be addressed is removal of the fuel and water in the secondary containment
portion of the trans cube fuel tank at the generator for proper offsite disposal, and to dig a sump for the domestic waste
water from the camp as it is currently being deposited overland into the adjacent forest which does not comply with
Condition #49 & #52 of the land use permit.
Both of the aforementioned concerns were discussed with Mr. Packman and the Inspectors are confident that they will be
addressed immediately and this cooperation is appreciated.
Km 2 72 Quarry

Inspectors were notified on March 7th, 2018 that grubbing and tree removal at the quarry was going to commence and on
March 22 nd, 2018 a blast of approximately 28,217 m3 occurred (Photo #5). Additional equipment mobilized to the quarry
on April 25 th, 2018 and can be viewed in Photo #6 to #9. No concerns were noted with any of the equipment since it
appeared to be operating cleanly, the majority of the parked equipment had drip trays present, and a spill kit was readily
available for use by the fuel tank for the tower van where re-fueling is occurring (Photo #10).
Material produced (crushed) since the commencement of operations is approximately 1,000 m3 of chips (Photo #11) and
25,000 m3 of 150 mm (Photo #12). Once the Contractor completes chip production, the screens in the crusher will be
changed for the production of 20 mm aggregate. Stockpiles are being placed within the footprint of the quarry and well
away from the nearest watercourse and therefore no concerns were noted.
A major concern noted during the inspection was with waste management and as viewed in Photo #14, waste handling
must improve drastically and immediately since the Contractor has failed to comply with Condition #49 & #50 of the
permit. There appears to be open burning ofunacceptable items and grease tubes and other waste was viewed southeast of
the crusher, by the tower van and in and around the cone crusher that was under maintenance.
The Contractor is not permitted to burn any waste streams in the land use area and to comply with Condition #50, secure
containers must be placed in highly visible locations, waste segregated, and everything removed from the land use area for
proper disposal at an authorized facility. This concern was discussed with Mr. Packman and other personnel onsite and it
is anticipated that this concern will not arise for the remainder of this land use operation.
The final concern noted during the inspection was with a couple of small hydrocarbon spills, one in the tower van for the
crusher (Photo #15) and one adjacent to the equipment viewed in Photo #16. The Contractor must ensure a thorough
clean-up is conducted with proper offsite disposal, and as this land use operation progresses, all spills cleaned up
immediately to comply with Condition #71.
Quarry restoration was discussed in detail and Mr. Packman informed the Inspectors that the following will occur; oversize
rock will be placed and contoured into the toe of the depleted face viewed in Photo #17 to maintain the level of the quarry
floor to prevent ponding water, trees/brush will be piled and burnt in the Fall or when weather permits, all small spills will
be cleaned up for offsite disposal, and overburden will be disposed of as instructed by the Inspector.
No concerns were noted with the proposed restoration of the quarry and as operations near completion, the Contractor
must contact an Inspector to schedule an inspection prior to the demobilization of equipment.

Completed off Site
Representative's Signature

Clint Ambrose
Inspector

Photo #1 - MV2017X0008- GNWT-DOI - Km 272 and 285
Camp has been setup in the Km 285 quarry of Highway #3.

Photo #2 - MV2017X0008- GNWT-DOI - Km 272 and 285
Fuel truck and another viehicle parked at the camp with adequate secondary containment.

Photo #3 - MV2017X0008 - GNWT-D01 - Km 272 and 285
Camp generator with a spill kit placed in an obvious location. Secondary containment of the transcube requires product removal.

Photo #4 - MV2017X0008 - GNWT-DOI - Km 272 and 285
Domestic waste water is being piped to the adjacent forest but a sump must be dug.

Photo #5 - MV2017X0008 - GNWT-DO1- Km 272 and 285
Looking northwest at the blast that was conducted on March 22, 2018 in the Km 272 quarry.

Photo #6 - MV2017X0008 - GNWT•DO1 • Km 272 and 285
Crusher plant setup off the working face.

Photo #7 - MV2017X0008 - GNWT-DO1 - Km 272 and 285
Jaw producing 6" minus for further crushing through the cone.

Photo #8 - MV2017X0008 - GNWT-DO1- Km 272 and 285
Other equipment in the Km 272 quarry.

Photo #9 - MV2017X0008 - GNWT-DO1- Km 272 and 285
Other equipment staged at the Km 272 of Highway #3 quarry.

Photo #10 - MV2017X0008 - GNWT-DO1 - Km 272 and 285
Tower van with the generator. Containment and spill kit were present.

Photo #11- MV2017X0008 - GNWT-DOI - Km 272 and 285
Contractor has produced about 1000 m3 of chips {16 mm).

Photo #12 - MV2017X0008 - GNWT-DOI - Km 272 and 285
Approximately 25,000 m3 of 6" minus was present at the time of the inspection.

Photo #13 - MV2017X0008 - GNWT-D01 - Km 272 and 285
Reject pile from the production of the 16 mm chips.

Photo #14 • MV2017X0008 - GNWT-D01 - Km 272 and 285
Open burning which must cease Immediately and other debris that requires clean-up for proper offsite disposal.

Photo #15 - MV2017X0008 - GNWT-DO1- Km 272 and 285
Hydraulic spill inside the tower van that requires clean-up.

Photo #16 - MV2017X0008 - GNWT-DO1- Km 272 and 285
Small spill in the foreground requires clean-up for proper offsite disposal.

Photo #17 - MV2017X0008- GNWT-DO1- Km 272 and 285
Floor must be filled with oversize and other suitable rock to the working face.

Photo #18 - MV2017X0008 - GNWT-DO1- Km 272 and 285
oversize disposal was discussed with the Contractor and must occur prior to demobilization of equipment.

