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1.0

INTRODUCTION

Northern EnviroSearch (Tulita) Ltd (NESTL), a partnership between MWH Canada, Inc. (MWH)
and Tulita Water Services Ltd, was retained by Husky Oil Operations Limited (Husky) to conduct
the Semi-Annual Site Inspections for Exploration Licence (EL) 494 based on the Terms of
Reference and Conditions of Water Licence S13L1-006. The first Semi-Annual Site Inspection
was carried out by Darren Heck, Senior Environmental Scientist with NESTL on July 17 and 18.
The second Semi-Annual Site Inspection was also carried out by Darren Heck on August 31,
2015.
This report summarizes the observations and findings of the inspection including the security
station, construction campsite, staging area, quarry M, quarry B, all-season base camp, MW-09
well pad, airstrip, winter completions camp, all-weather access road and bridges, and winter
access road (see Table 1).
Table 1. Location Coordinates
Assessment Location
Security Station
Construction Campsite
Staging Area
Quarry M
Quarry B
All-Season Base Camp
MW-09 Well pad
Airstrip & O-41 Wellsite
Winter Completions Camp
All-Weather Access Road & Bridges
Winter Access Road

2.0
2.1

Latitude
65° 06’ 49.3”
65° 05’ 28.1”
65° 05’ 56.0”
65° 59’ 56.6”
65° 00’ 42.0’’
65° 00’ 27.6’’
64° 53’ 20.8’’
65° 00’ 53.1”
64° 58’ 11.3”
-

Longitude
126° 10’ 57.9”
126° 12’ 54.7”
126° 15’ 52.1”
126° 28’ 39.8”
126° 27’ 08.4’’
126° 26’ 07.8”
126° 11’ 39.6’’
126° 23’ 22.7”
126° 32’ 44.3”
-

INSPECTION LOCATIONS
Security Station

The geographic coordinates of the Security Station are presented in Table 1. The security station
site was installed during the winter of 2011/2012 to support security and access control to the
Slater River Program area. It was located adjacent to the Government of Northwest Territories
(GNWT) winter road between Norman Wells and Tulita. The 100 m x 100 m site (approximately
1 hectare) was cleared of trees using a cat. Operational space on the site was leveled using a
snow and ice pad. Mulched woody debris was spread across the site and has protected the
underlying ground cover (muskeg) from significant scalping and rutting. Larger woody debris from
mulching was stockpiled on the south and west sides of the site, and will remain until site closure.
Throughout the 2011/2012 and 2012/2013 winter operations a portable sewage storage system
was used to handle waste from the security trailers.
Summer Site Inspection
Only a single site inspection was completed at the security station as this site is a winter only
location and has not been utilized since the winter of 2013. Site conditions at the security station
site were similar to conditions found during the 2014 inspection.
The following items were noted during the July inspection; refer to Photographs 1 to 3:
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There was no equipment or facilities on-site.



Woody debris from the mulchers was stockpiled against the tree line to the south and west
sides of the site.



Regrowth of native vegetation is occurring throughout the disturbed area.



Three barricades were located at the entry point from the security station site to the Husky
access road.



The Northwestel fibre optic line trench was installed parallel to the north boundary of the
site.

Action Taken and Next Steps:
Actions taken during the site inspection consisted of:


Minor amounts of garbage were collected and removed from site during the inspection.

The following actions are recommended:

2.2

As per licence requirements, it is recommended that the site be inspected again in the
summer of 2016.
Construction Campsite

The geographic coordinates of the Construction Campsite are presented in Table 1. The
construction campsite which includes a heli-pad is located 3.34 km from the GNWT winter road,
on the north side of the Mackenzie River. It was constructed during the winter of 2011/2012 to
support the early season construction of the Slater River winter access road. The original 100 m
x 100 m site (approximately 1 hectare) was cleared using a mulcher. The mulcher blades were
elevated to reduce the potential for disturbance to the vegetative ground cover. Operational
space on the site was leveled using a snow and ice pad. Mulched woody debris was spread
across the site and has protected the underlying ground cover (muskeg) from significant scalping
and rutting. Larger piles of woody debris from mulching were loosely stockpiled around the
southwest, northwest and northeast perimeters of the site, where they are expected to remain
until site closure.
In winter 2012, the site was expanded by an additional 10 m x 20 m, using a bulldozer. This
expansion occurred mainly on the northwest side of the camp pad, to accommodate additional
fuel storage. Permission from the Aboriginal Affairs and Northern Development (AANDC)
Resource Management Officer was received in December 2012, prior to clearing.
In the winter of 2011/2012 and 2012/2013 the site was used to support a 40-person skid mounted
crew camp for the early season construction of the Slater River winter access road. During this
time, a portable sewage treatment system was used to handle waste from the campsite trailers.
Summer Site Inspection
Only a single site inspection was completed at the construction campsite as this site is a winter
only location and has not been utilized since the winter of 2013. Site conditions at the construction
campsite were similar to conditions found during the 2014 inspections.
The following items were noted during the July inspection; refer to Photographs 4 to 6:
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Regrowth of native vegetation is occurring around the perimeter of the site where woody
debris is stockpiled.

Action Taken and Next Steps:
Actions taken during the site inspection consisted of:


Minor amounts of garbage were collected and removed from site during the inspection.

The following actions are recommended:

2.3

As per licence requirements, it is recommended that the site be inspected again in the
summer of 2016.
Staging Area

The geographic coordinates of the Staging Area are presented in Table 1. The staging area is
located 5.7 km from the GNWT winter road, on the south side of the Mackenzie River. It was
constructed at the end of winter 2011/2012 to support future programs. The 200 m x 120 m site
(approximately 2.4 hectares) was cleared using a mulcher. The mulcher blades were elevated to
reduce the potential for disturbance to the vegetative ground cover. Mulched woody debris was
spread across the site and has protected the underlying ground cover (muskeg) from significant
scalping and rutting. Aggregate material from HRN’s Vermillion Quarry was used as a base to
cover the staging area. Additional aggregate material is stockpiled on-site.
Semi-Annual Site Inspections
The following items were noted during the July inspection; refer to Photographs 7 to 9:








Aggregate material from the Vermillion Quarry was stockpiled at the staging area and
covered approximately half of the staging area’s surface area. Geotextile was observed
under the stockpiled material.
Stockpiled swamp matting was stored on the north edge of the staging area.
Re-vegetation is occurring in the southwest corner where there are no impediments.
Groundwater well MW-01A and permafrost thermistor MW-01T were installed and are
located in a clearing, approximately 15 m x 15 m in, the southwest corner of the staging
area. MW-01T well casing was toppled over.
Iron staining is visible on the edges of the all-weather road footprint.

In addition to the items above, the following items were noted during the August inspection; refer
to Photographs 10 to 13:




Pickup trucks, excavators, loaders, dozer, lowboy flat deck truck and trailers were parked
at the staging area. All vehicles had secondary containment placed under the machinery
to catch potential drips.
Swamp matting was laid on the incline between the barge landing and the staging area.

Action Taken and Next Steps:
No actions were taken during the site inspections. The following actions are recommended:

2.4
REPORT | 25501527

As per licence requirements, it is recommended that the site be inspected again in the
summer of 2016.
Quarry M
SEPTEMBER 2015 | 3

HUSKY OIL OPERATIONS LIMITED | 2015 SITE INSPECTIONS
EL494, TULITA DISTRICT, SAHTU SETTLEMENT AREA, NORTHWEST TERRITORIES

The geographic coordinates of the Quarry M are presented in Table 1. Quarry M was originally
approved under LUP S12F-007 and WL S12L8-007, and was constructed in 2013. Quarry M is
located along Husky’s all-weather road, approximately 19 km from the GNWT winter access road.
Quarry M was approved to be cleared to 350 m x 600 m with a 49 m access constructed from
Husky’s all-weather road to the eastern corner of the quarry.
Semi-Annual Site Inspections
The following items were noted during the July inspection; refer to Photographs 14 to 15:


Aggregate material was stockpiled in the south portion corner of the site. The stockpiled
material was from the Vermillion Quarry, not Quarry M.



Stockpiles appeared to be following the 2:1 slope ratio.



A trench was located at the perimeter of the quarry from the southwest corner to the
northwest corner to assist with water catchment and drainage.



A ditch was cut along the east side of the quarry to collect water.

In addition to the items above, the following items were noted during the August inspection; refer
to Photographs 16 to 22:


Additional reclamation efforts had occurred recently. This consisted of:
o

Erosion matting on the banks of the drainage channel on the west side of the
quarry sedimentation (Photographs 20 and 21).

o

Straw wattles to slow the flow of water and prevent off-site migration of
sedimentation (Photographs 16 and 22).

Action Taken and Next Steps:
No actions were taken during the site inspections. The following actions are recommended:

2.5

As per licence requirements, it is recommended that the site be inspected again in 2016.
Quarry B

The geographic coordinates of the Quarry B are presented in Table 1. Quarry B was originally
approved under LUP S12F-007 and constructed in 2013. Quarry B is located adjacent to Husky’s
all-weather road, approximately 17 km from the GNWT winter access road. Quarry B was cleared
to 310 m x 450 m with a 60 m access constructed from Husky’s all-weather road to the eastern
corner of the quarry.
Semi-Annual Site Inspections
The following items were noted during the inspection; refer to Photographs 23 to 24:


There was no stockpiled material at the quarry.



The storm water retention pond on the west edge of the quarry had an iron colouration to
the water.



The ground was bare and dry with some ponding water. Ponding water had an iron
colouration.
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In addition to the items above, the following items were noted during the August inspection; refer
to Photographs 25 to 29:


Additional reclamation efforts had occurred recently. This consisted of placing straw
wattles to slow the flow of water and prevent off-site migration of sedimentation
(Photograph 27).



No erosion or operational impacts were observed at this site.

Action Taken and Next Steps:
No actions were taken during the site inspections. The following actions are recommended:

2.6

As per licence requirements, it is recommended that the site be inspected again in 2016.
All-Season Base Camp

The geographic coordinates of the All-Season Base Camp are presented in Table 1. A 200 m x
305 m (6.1 hectare) storage site and base camp was originally built under LUP S12F-007 in 2013.
The site served as a central, year-round storage site, and a semi-permanent campsite. In 2013,
the all-season base camp and storage area was expanded to 12.2 hectares and the authorized
permitted capacity increased to a maximum of 400-persons.
Semi-Annual Site Inspections
The following items were noted during the July inspection; refer to Photographs 30 to 34:


No camp exists, however the site is being utilized as a storage area for shipping
containers, fuel tanks, road construction felt, culverts, drill pipe, span bridge and other
miscellaneous supplies.



Ten (10) enviro-tanks were located in the west corner of the camp. Safety signage were
located at the fuel storage area. The fuel tanks were stored within a lined and bermed
area. Some ponding of water was occurring within the berm.



A 50 m x 50 m heli-pad was constructed to the north of the access road to the base camp.
Quarry material was used as a base layer followed by swamp matting. Four orange cones
marked the corners of the heli-pad.

In addition to the items above, the following items were noted during the August inspection; refer
to Photographs 35 to 37:


No additional items were noted during the August inspection.

Action Taken and Next Steps:
No actions were taken during the site inspection. The following actions are recommended:
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2.7

MW-09 Well Pad

The geographic coordinates of the MW-09 are presented in Table 1. As part of the groundwater
investigation program conducted under LUP S12X-006, Husky drilled and completed two bedrock
aquifer wells into Cretaceous age Little Bear Formation sandstone at MW-09 (identified as MW09A and MW-09B). MW-09A was drilled to 145 m below ground level (m bgl) and encountered
two sandstone aquifers; an upper aquifer between 80.8 and 89.8 m bgl and a lower aquifer
between 109.0 and 120.0 m bgl. The wells were completed with 178 mm steel casing with a
telescopic well screen assembly installed over the sandstone interval. Three wells are located
on the well pad, MW-09T MW-09A, MW-09B.
Only a single site inspection was completed at the MW-09 as no activities had occurred on the
site. Site conditions at the MW-09 were similar to conditions found during the 2014 inspection.
The following items were noted during the July inspection; refer to Photographs 38 and 39:



Woody debris was scattered around the perimeter of the well pad.
Ponding was occurring at the well centre of MW-09A (the middle well).

Action Taken and Next Steps:
No actions were taken during the site inspection. The following actions are recommended:

2.8

As per licence requirements, it is recommended that the site be inspected again in the
summer of 2016.
Airstrip & O-41 Storage Area

The geographic coordinates of the Airstrip and O-41 Storage Area are presented in Table 1. The
airstrip and O-41 storage area are located approximately 14.6 km from the GNWT winter access
road. An initial airstrip of 775 m x 30 m was constructed under LUP S12F-007. The airstrip was
extended to consist of a 1400 m x 60 m clearing. The new airstrip clearing is approximately 9.1
hectares. The original O-41 well lease area of 130 m x 130 m (1.69 hectares) was extended and
cleared by 70 m to be used as storage area. The O-41 well was not drilled.
Summer Site Inspection
Only a single site inspection of the airstrip was completed as the site has only been cleared and
no activities have taken place. This inspection was completed by air in July 2015. Site conditions
at the construction campsite were similar to conditions found during the 2014 inspection.
The following items were noted during the July inspection; refer to Photographs 40 and 41:



The airstrip and O-41 clearing did not have signs of debris.
The airstrip was cleared of vegetation.

Action Taken and Next Steps:
No actions were taken during the site inspection. The following actions are recommended:
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2.9

Winter Completions Camp (Former Base Camp)

The geographic coordinates of the Winter Completions Camp is presented in Table 1. The former
winter base campsite is located 24.7 km from the GNWT winter road. It was constructed during
the winter of 2011/2012 to support the access road construction and drilling operations of the
Slater River program. The 200 m x 305 m site (approximately 3.96 hectares) was cleared of trees
using a cat. The cat blades were elevated to reduce the potential for disturbance to the vegetative
ground cover. Operational space on the site was levelled using a snow and ice pad.
For two winter seasons (2011/2012 and 2012/2013) the site was used to support a 150-person
skid mounted crew camp for construction, drilling and seismic operations. During this time, a
portable sewage treatment system was used to handle waste from the campsite trailers.
Summer Site Inspection
Only a single site inspection of the winter completions camp was completed as this is a winter
only location and has not been utilized since the winter of 2013. This was completed in July 2015.
Site conditions at the construction campsite were similar to conditions found during the 2014
inspection.
The following items were noted during the July inspection; refer to Photographs 42 to 44:



There were several large, boggy areas of varying sizes, including some containing
standing water. This appeared to be natural.
Regrowth of vegetation was occurring throughout the camp pad.

Action Taken and Next Steps:
Actions taken during the site inspection consisted of:


Minor amounts of garbage were collected and removed from site during the inspection.

The following actions are recommended:


As per licence requirements, it is recommended that the site be inspected again in the
summer of 2016.

2.10 All-Weather Access Road Including Bridges
A 40 km long by 20 m wide all-weather access road was originally authorized under LUP S12F007 and WL S12L8-007. Approximately 20 km of the all-weather road has been completed to
date. The road commences at the Staging Area and runs in a south-west direction, terminating
at Quarry M. The majority of the access road construction used existing cut lines to minimize
disturbance. The access road was cleared using cats; cat blades were elevated to reduce the
potential for disturbance to the vegetative ground cover.
Semi-Annual Site Inspections
The all-weather access road was inspected via air during the July and August inspections. The
following items were noted during the July inspection; refer to Photographs 45 to 55:
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Erosion control measures along the banks of the three bridges appeared to be working
effectively and assisting with re-vegetation.
Minimal re-vegetation was noted directly along the banks and sides of the all-weather
road.
Minor wear and tear was observed along the bridge decks and sides.
Majority of culverts were draining effectively, however some require debris removal.

In addition to the items above, the following items were noted during the August inspection; refer
to Photographs 56 to 61:


Three bridge sites were inspected as part of the fall inspection. Sediment control was
evident at all three bridge sites. No signs of erosion were observed at any of the bridges.

Action Taken and Next Steps:
No actions were taken during the site inspection. The following actions are recommended:


As per licence requirements, it is recommended that the site be inspected again in the
summer of 2016.

2.11 Slater River Winter Access Road
The Slater River winter access road runs 4.1 km from the GNWT winter road, traversing southwest
across the Mackenzie River and runs parallel to Husky’s all-weather road on the south side of the
Mackenzie River extending to N-09 and the Winter Completions Camp. The winter access road
then turns in a southeast direction towards the H-64 wellsite (21 km). The majority of the access
road construction used existing cut lines to minimize disturbance. The access road was cleared
using cats; cat blades were elevated to reduce the potential for disturbance to the vegetative
ground cover.
Summer Site Inspection
Only a single site inspection of the winter access road was completed due to this disturbance is
winter only and has not been utilized since the winter of 2013. This was completed in July 2015.
The following items were noted during the July inspection; refer to Photographs 62 to 70:



Vegetation regrowth was visible along the access.
Stream crossings were free of debris.

Action Taken and Next Steps:
No actions were taken during the site inspection. The following actions are recommended:
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3.0

CLOSURE

NESTL trusts that this report satisfies the SLWB’s information requirements. If there are any
questions or concerns, please contact the undersigned.
Respectfully submitted,
Northern EnviroSearch (Tulita) Ltd.

Darren Heck, M.Sc., EP, PMP
Senior Environmental Scientist
Reviewed by:

Monica Brightwell, B.Sc., P.Biol., PMP
Senior Environmental Scientist
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4.0

DISCLAIMER

This report has been prepared and the work referred to within, has been undertaken by NESTL
for Husky Oil Operations Limited using generally accepted environmental consulting practices.
The material within reflects NESTL’s best judgment based on the material available at the time of
preparation. It is intended for the exclusive use of Husky Oil Operations Limited, its affiliated
companies and partners, their respective insurers, agents, employees, advisors, and applicable
regulatory agencies. Any use, reliance on, or decision based on this report made by any person
other than those identified above, is the sole responsibility of such other person. NESTL makes
no representation or warranty to any other person with regard to this report and the work referred
to within and accepts no duty or care to any other person or any liability or responsibility
whatsoever for any losses, expenses, damages, fines, penalties, or other harm that may be
suffered or incurred by any other person as a result of the use of, reliance on, any decision made,
or any action taken based on this report, or the work referred to in this report.
The work performed by NESTL with respect to this report and any conclusions or
recommendations made in this report reflect NESTL’s judgment based on the conditions observed
at the time set out in this report and on information available at the time of preparation. Unless
otherwise stated, the findings cannot be extended to previous or future Site conditions, where
applicable, or to areas not directly assessed within the scope of work. Environmental conditions,
other than those addressed by the investigation described in this report, may exist within the Site.
If Site conditions or applicable standards change or if any additional information becomes
available at a future date, modifications to the findings, conclusions and recommendations in this
report may be necessary.
Other than by Husky Oil Operations Limited, copying or distribution of this report or use of or
reliance on the information contained herein, in whole or in part, is not permitted without the
expressed written permission of NESTL which will not be unreasonably withheld. Nothing in this
report is intended to constitute or provide a “legal opinion”.
Any intellectual property arising from the preparation of this report will vest with the Husky Oil
Operations Limited. In all cases where NESTL is liable to any third party for any information set
out or omitted from this report, the total liability of NESTL, whether for direct, indirect,
consequential, aggravated and punitive damages and all legal costs, shall not exceed the amount
paid to NESTL for the prepared report.

REPORT | 25501527

SEPTEMBER 2015 | 10

Photographic Log
Client:

Husky Oil Operations Limited

Project:

25501527 - Summer Site
Inspections

Site Name:

S13L1-005 Drilling Program

Site Location:

EL 494, Sahtu Settlement
Area, NWT

Photograph ID: 1
Site:
N-09 wellsite
Photo Location:
Northwest corner of the
wellsite
Direction:
South
Survey Date:
7/18/2015
Comments:
View along the west edge
of the wellsite.

Photograph ID: 2
Site:
N-09 wellsite
Photo Location:
North entrance to the
wellsite
Direction:
South
Survey Date:
7/18/2015
Comments:
View across the N-09
wellsite.

Page 1 of 12

Photographic Log
Client:

Husky Oil Operations Limited

Project:

25501527 - Summer Site
Inspections

Site Name:

S13L1-005 Drilling Program

Site Location:

EL 494, Sahtu Settlement
Area, NWT

Photograph ID: 3
Site:
N-09 wellsite
Photo Location:
North of the N-09 wellhead.
Direction:
South
Survey Date:
7/18/2015
Comments:
View of the N-09 wellhead.
Note that the valves are
chained and locked.

Photograph ID: 4
Site:
N-09 wellsite
Photo Location:
Northeast of the N-09
wellsite.
Direction:
Southwest
Survey Date:
7/18/2015
Comments:
Aerial overview of the N-09
wellsite.

Page 2 of 12

Photographic Log
Client:

Husky Oil Operations Limited

Project:

25501527 - Summer Site
Inspections

Site Name:

S13L1-005 Drilling Program

Site Location:

EL 494, Sahtu Settlement
Area, NWT

Photograph ID: 5
Site:
H-64 wellsite
Photo Location:
West of the H-64 wellsite.
Direction:
East
Survey Date:
7/18/2015
Comments:
Aerial overview of the H-64
wellsite.

Photograph ID: 6
Site:
H-64 wellsite
Photo Location:
East of the wellhead.
Direction:
East
Survey Date:
7/18/2015
Comments:
View of the H-64 wellhead.
Note the valves are
chained and locked.

Page 3 of 12

Photographic Log
Client:

Husky Oil Operations Limited

Project:

25501527 - Summer Site
Inspections

Site Name:

S13L1-005 Drilling Program

Site Location:

EL 494, Sahtu Settlement
Area, NWT

Photograph ID: 7
Site:
H-64 wellsite
Photo Location:
West of the wellhead.
Direction:
East
Survey Date:
7/18/2015
Comments:
View across the H-64
wellsite.

Photograph ID: 8
Site:
H-64 wellsite
Photo Location:
West corner of the wellsite.
Direction:
South
Survey Date:
7/18/2015
Comments:
View along the southeast
edge of the wellsite

Page 4 of 12

Photographic Log
Client:

Husky Oil Operations Limited

Project:

25501527 - Summer Site
Inspections

Site Name:

S13L1-005 Drilling Program

Site Location:

EL 494, Sahtu Settlement
Area, NWT

Photograph ID: 9
Site:
O-41 well pad
Photo Location:
South of O-41 well pad.
Direction:
North
Survey Date:
7/18/2015
Comments:
Aerial overview of the
planned O-41 well pad.
Note. This well has not
been drilled.
Photograph ID: 10
Site:
MW-01 well pad
Photo Location:
North of MW-01 well pad.
Direction:
South
Survey Date:
7/18/2015
Comments:
Aerial overview of MW-01
well pad.

Page 5 of 12

Photographic Log
Client:

Husky Oil Operations Limited

Project:

25501527 - Summer Site
Inspections

Site Name:

S13L1-005 Drilling Program

Site Location:

EL 494, Sahtu Settlement
Area, NWT

Photograph ID: 11
Site:
MW-01 well pad
Photo Location:
Northeast of M-01A and T.
Direction:
Southwest
Survey Date:
7/18/2015
Comments:
View of MW-01A and T.
Note MW-01T is no longer
upright.

Photograph ID: 12
Site:
MW-04T well pad
Photo Location:
East of MW-04T.
Direction:
West
Survey Date:
7/18/2015
Comments:
Aerial overview of MW-04T
well pad.

Page 6 of 12

Photographic Log
Client:

Husky Oil Operations Limited

Project:

25501527 - Summer Site
Inspections

Site Name:

S13L1-005 Drilling Program

Site Location:

EL 494, Sahtu Settlement
Area, NWT

Photograph ID: 13
Site:
MW-04T well pad
Photo Location:
East of MW-04T.
Direction:
West
Survey Date:
7/18/2015
Comments:
View of MW-04T

Photograph ID: 14
Site:
MW-09 A/B/T well pad
Photo Location:
Northwest of MW-09 A/B/T
well pad.
Direction:
Southeast
Survey Date:
7/18/2015
Comments:
Aerial overview of MW-09
A/B/T well pad.
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Client:

Husky Oil Operations Limited

Project:

25501527 - Summer Site
Inspections

Site Name:

S13L1-005 Drilling Program

Site Location:

EL 494, Sahtu Settlement
Area, NWT

Photograph ID: 15
Site:
MW-09 A/B/T well pad
Photo Location:
Northeast corner of MW-09
A/B/T well pad.
Direction:
Southwest
Survey Date:
7/18/2015
Comments:
View of MW-09A and B.

Photograph ID: 16
Site:
MW-12T well pad
Photo Location:
West of MW-12T.
Direction:
East
Survey Date:
7/18/2015
Comments:
View of MW-12T
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Client:

Husky Oil Operations Limited

Project:

25501527 - Summer Site
Inspections

Site Name:

S13L1-005 Drilling Program

Site Location:

EL 494, Sahtu Settlement
Area, NWT

Photograph ID: 17
Site:
MW-12T well pad
Photo Location:
South of MW-12T pad and
completions camp.
Direction:
North
Survey Date:
7/18/2015
Comments:
Aerial overview of MW-12T
and winter completions
camp. Note MW-12T is on
the bottom left corner of
the photograph.
Photograph ID: 18
Site:
MW-16T well pad
Photo Location:
East of MW-16T.
Direction:
West
Survey Date:
7/18/2015
Comments:
View of MW-16T

Page 9 of 12

Photographic Log
Client:

Husky Oil Operations Limited

Project:

25501527 - Summer Site
Inspections

Site Name:

S13L1-005 Drilling Program

Site Location:

EL 494, Sahtu Settlement
Area, NWT

Photograph ID: 19
Site:
MW-16T well pad
Photo Location:
East of MW-16T.
Direction:
West
Survey Date:
7/18/2015
Comments:
Aerial overview of the
MW-16T well pad.

Photograph ID: 20
Site:
MW-17T well pad
Photo Location:
South of MW-17T.
Direction:
North
Survey Date:
7/18/2015
Comments:
View of MW-17T
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Client:

Husky Oil Operations Limited

Project:

25501527 - Summer Site
Inspections

Site Name:

S13L1-005 Drilling Program

Site Location:

EL 494, Sahtu Settlement
Area, NWT

Photograph ID: 21
Site:
MW-17T well pad
Photo Location:
East of MW-17T well pad.
Direction:
West
Survey Date:
7/18/2015
Comments:
Aerial overview of MW-17T
well pad.

Photograph ID: 22
Site:
MW-19 A/T well pad
Photo Location:
Northwest of MW-19T well
pad.
Direction:
Southeast
Survey Date:
7/18/2015
Comments:
Aerial overview of MW-19T
well pad.
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Client:

Husky Oil Operations Limited

Project:

25501527 - Summer Site
Inspections

Site Name:

S13L1-005 Drilling Program

Site Location:

EL 494, Sahtu Settlement
Area, NWT

Photograph ID: 23
Site:
MW-19 A/T well pad
Photo Location:
West of MW-19A/T.
Direction:
East
Survey Date:
7/18/2015
Comments:
View of MW-19 A/T.

Photograph ID: 24
Site:
MW-19 A/T well pad
Photo Location:
Northwest of MW-19A/T
Direction:
Ground Surface
Survey Date:
7/18/2015
Comments:
View of subsidence on
MW-19 well pad.
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